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4. MAINTENANCE LOG

Maintenance Log to be kept up to date and signed off by inspecting authority.

5. ADVICE

SpanSet Ltd is available for consultation and advice in care and maintenance of these units.

Please request support or advice deemed necessary.
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DESCRIPTION

SAFETY

The Stinger Spike System is a tyre deflation device for police use. It is used in stopping high speed

pursuits, and is available in 5 models. Each unit comes with a case, 45 foot rope and spool, safety

glasses, spike replacement tool, 1 package of 10 replacement spikes and compression sleeves, and

10 tip guards.

This unit must be regularly inspected and maintained to ensure it is safe to use, e.g. all parts replaced

and any screws, nuts, bolts etc fully tightened.  Also that the rope is functioning properly.
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TECHNICAL DATA
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DEPLOYMENT

The Stinger Spike System can be deployed by one of three methods.
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RECOVERY
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SPIKE REPLACEMENT
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REPAIR

Care should be taken not to
over-tighten the screws. They
should just be tight enough to
prevent the washer from turning.
If you over-tighten the screws,
the screw hole will be stripped
out and will not hold a screw.
The section will then have to be
replaced.

Check lanyard cord for fraying.
Ensure lanyard functions properly
and that connectors are
functioning and fully tightened.
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The Stinger Spike System was designed to

be run over at high speeds at various types

of vehicles utilising fully pneumatic tyres of

various sizes and designs. We are so

confident of the durability of this unit that

we guarantee each individual section of the

elastomeric nylon base against breakage

for a period of three years. If a section of

the spike unit should become damaged

beyond use within two years from the date

of purchase, the section will be replaced

by the manufacturer. Training Units are not

covered under the guarantee.
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SpanSet Limited
Telford Way, Middlewich, 
Cheshire, CW10 0HX, UK
Tel +44 (0) 1606 738529    
Fax +44 (0) 1606 841666
info@spanset.co.uk
www.spanset.co.uk

Design     •     Manufacture     •     Supply     •     Training
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