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SpanSet Worldwide

The SpanSet Group are world specialists in Height Safety, Lifting and Securing Loads with fi fteen operating plants across the world and 
a global network of dealers.

SpanSet is here for you

SpanSet UK have been established for over 40 years.  SpanSet designs, manufactures and supplies Height Safety, Lifting and Load 
Control systems.  

All SpanSet products have been developed to work as part of an overall safety solution, which includes products, installations, training, 
implementation, testing and servicing. By offering our customers an overall solution SpanSet is better able to meet customers’ needs 
and help them develop safer solutions for working at height, lifting and load restraint.

For more information:  log on to www.spanset.co.uk

- Switzerland
- Australia
- Austria
- Brasil
- China

- France
- Germany
- Hungary
- UK
- Indonesia

- Italy
- Poland
- Spain
- Taiwan
- USA
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SPANSET AND OFFSHORE 
HEAVY LIFTING

The demands of the offshore environment are enormous and all 
lifting accessories and load lifting devices have to be tested to 
an overload condition. The intensive long term stress from swell, 
wind and challenging operating conditions place particularly 
heavy demands on lifting equipment, and proven safety here is 
a critical issue.

The SpanSet group is the world specialist in lifting and securing 
loads with its own branches in all the developed countries and a 
global network of dealerships. SpanSet  knows the rules and 
requirements and is able to guarantee the whole spectrum of 
services, including installation and training, on site.

Benefi ts of Synthetic High performance Slings 
over Wire Rope

- High strength – size for size broadly equivalent to steel
- Low stretch / extension – typically 1% @ 30% MBL
- 10% of weight of steel – easier handling /
 lighter equipment
- Will not fi sh hook
- Improved onboard safety
-  Low maintenance – no greasing
- Reduced rigging times
- Reduced crew requirements
- Excellent abrasive and UV resistance
- Negligible snap-back
- Easy to inspect, maintain onboard
- Simplifi ed storage
-  Will not damage structure if dropped

SpanSet Solutions

From high capacity UHMPE lifting slings to high performance 
fi bre roundslings, from heavy duty deck lashings to storage 
racks, even from upending tools to load suspension devices, 
we manufacture it all and, as such, we can provide you with 
custom made designs and special solutions to the serious 
challenges which are part and parcel of the offshore industry 
and in particularly the transportation and installation of 
offshore wind turbines.
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MagnumPlus 
MagnumX

HIGH PERFORMANCE 
ROUNDSLINGS

Magnum-X table and shackle selector

X-tremely compact X-actly identifi able X-tremely wear resistant

RFID Transponder

r d

secutex® SF-2 secutex® Clip-SC

secutex® SF-1

X-actly verifi able X-tremely resilient X-tremely protected

RFID Transponder

Label

MagnumPlus

- High duty lifting sling
-  10t to 100t WLL
-  Polyester fi bre core and heavy duty outer sleeve
-  Unique helical core more compact than 
 standard roundslings
-  Excellent abrasion and UV resistance
-  Individually serial numbered and RFID 
 tagged for traceability

MagnumPlus table and shackle selector

The Advantages at a Glance

- X-tremely compact
- X-actly identifiable
- X-tremely wear resistant
- X-actly verifiable
- X-tremely resilient
- X-tremely protected

Magnum-X

- High performance lifting sling
-  10t to 400t WLL
-  High performance LCP  fi bre core and sleeve
-  50% more compact than standard roundslings
-  50% lighter than standard roundslings
-  High abrasion and cut resistance
-  Individually serial numbered and RFID 
 tagged for traceability

Product 
Code

Fibre
Core

WLL of 
Roundsling

(kg)

Roundsling
width 
(mm)

Roundsling
thickness

(mm)

Min 
Length

(m)

Roundsling
weight per
metre (kg)

ExoSet 
Shackle

p/n

Shackle
WLL (t)

MG10000 PES 10,000 90 19 1.0 2.2 XAS01200 12.0

MG15000 PES 15,000 115 21 1.0 3.2 XAS01700 17.0

MG20000 PES 20,000 135 23 1.0 4.4 XAS02500 25.0

MG25000 PES 25,000 150 24 1.0 5.6 XAS02500 25.0

MG30000 PES 30,000 170 27 1.0 7.4 XAS03500 35.0

MG40000 PES 40,000 190 37 2.0 10.0 XAS04250 42.5

MG50000 PES 50,000 190 65 2.0 13.0 XAS04250 55.0

MG60000 PES 60,000 220 75 2.0 14.8 XAS08500 85.0

MG80000 PES 80,000 230 86 2.0 20.0 XAS08500 85.0

MG100000 PES 100,000 260 96 2.0 26.0 XAS12000 120.0

Product 
Code

Fibre
Core

WLL of 
Roundsling

(kg)

Roundsling
width 
(mm)

Roundsling
thickness

(mm)

Min 
Length

(m)

Roundsling
weight per
metre (kg)

ExoSet 
Shackle

p/n

Shackle
WLL (t)

MGX10 LCP 10,000 55 12 2.5 1.0 XAS01200 12.0

MGX20 LCP 20,000 80 15 2.5 2.3 XAS02500 25.0

MGX30 LCP 30,000 90 20 2.5 3.5 XAS03500 35.0

MGX40 LCP 40,000 110 24 2.5 5.1 XAS04250 42.5

MGX50 LCP 50,000 117 26 2.5 5.5 XAS05500 55.0

MGX60 LCP 60,000 150 30 4.0 7.9 XAS08500 85.0

MGX80 LCP 80,000 200 40 4.0 10.9 XAS08500 85.0

MGX100 LCP 100,000 233 47 4.0 16.8 XAS12000 120.0

MGX125 LCP 125,000 267 53 4.0 20.4 XAS15000 150.0

MGX150 LCP 150,000 308 62 4.0 25.4 XAS15000 150.0
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Product Code
Tonnes lbs

MBS Tonnes Diameter 
(mm)

Minimum EWL
(m)

Nominal Weight for 
min EWL (Kg)

Nominal Weight per 
metre (Kg)

Minimum load radius 
(mm)

Smallest Wide Body 
shackle Tonnes

SDR125 125 275,000 625 104 11 140 5.9 210 250

SDR140 140 300,000 700 112 11 160 6.7 225 250

SDR160 160 350,000 800 120 12 190 7.5 240 250

SDR180 180 390,000 900 128 12 220 8.5 260 300

SDR200 200 440,000 1,000 136 12 240 9.6 275 400

SDR230 230 500,000 1,150 144 13 290 10.6 290 400

SDR260 260 570,000 1,300 152 13 310 11.4 310 400

SDR295 295 650,000 1,475 160 13 345 12.6 320 400

SDR350 350 770,000 1,750 176 13 200 15.1 355 600

SDR400 400 880,000 2,000 192 14 550 18.9 385 700

SDR450 450 990,000 2,250 200 14 600 20.6 400 700

SDR500 500 1,100,000 2,500 216 14 720 24.5 435 900

SDR600 600 1,320,000 3,000 232 15 910 29.2 465 1250

SDR700 700 1,540,000 3,500 248 15 1090 35.0 500 1250

SDR800 800 1,760,000 4,000 272 16 1480 44.7 545 1500

SDR900 900 1,980,000 4,500 288 16 1750 52.9 590 2000

SpanSet Steeltex SD Range

OFFSHORE HEAVY LIFTING

SpanSet Steeltex SD Rope Eye to Eye (FoS 5:1)

- High capacity UHMPE slings
- Available with WLL up to 900t 
- 90% lighter than wire rope
- Eye-Eye or grommet confi guration
- Optional UHMPE eye protection
- High abrasion resistance
- Safe handling
- Clear Identifi cation
- RFID  tagged

WLL

Product Code
Tonnes lbs

MBS Tonnes Diameter 
(mm)

Minimum EWL
(m)

Nominal Weight for 
min EWL (Kg)

Nominal Weight per 
metre (Kg)

Minimum load radius 
(mm)

Smallest Wide Body 
shackle Tonnes

SDG125 125 275,000 625 72 4.5. 36 5.7 145 150

SDG150 150 330,000 750 80 4.5 42 6.7 160 150

SDG175 175 385,000 850 88 4.5 59 9.3 180 200

SDG200 200 440,000 1,000 96 5.5 75 10.2 195 200

SDG250 250 550,000 1,250 112 5..5 98 13.5 210 250

SDG300 300 660,000 1,500 120 6 160 15.0 240 300

SDG350 350 770,000 1,750 128 6 180 17.0 260 400

SDG400 400 880,000 2,000 136 6 202 19.2 275 400

SDG450 450 990,000 2,250 144 7 233 21.2 290 500

SDG500 500 1,100,000 2,500 152 7 250 25.2 320 500

SDG600 600 1,320,000 3,000 168 10 460 30.2 360 600

SDG700 700 1,545,000 3,500 184 10 570 35.0 370 700

SDG800 800 1,765,000 4,000 200 10 680 42.0 400 800

SDG900 900 1,980,000 4,500 216 10 810 49.0 440 900

SpanSet Steeltex SDG Rope Grommets (FoS 5:1)

WLL

Each SpanSet Steeltex SD Range sling comes complete with full documentation and independant certifi cation. Each sling is fi tted with high visibility, durable and 
protected identifi cation labels and in addition is RFID tagged with the SpanSet IDXpert Net system for complete traceability and accurate inspection history 
tracking. For further information on IDXpert Net see www.spanset.co.uk/products/safety-management
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HIGH PERFORMANCE 
LASHING

SD12 Deck Lashing

- Combination heavy duty ratchet tensioner
 with UHMPE rope
- Effi ciently secures monopiles to grillages 
 on deck
- Lightweight handling
- Lashing capacity 25000daN
- Easy tensioning and release

Power Assisted Ratchet 
Deck Lashing

Product Code Standard Length
Tensioner (m)

Weight
Tensioner (Kg)

Webbing
Width (m)

Standard Length
Rope Lashing (m)

Weight
Rope Lashing (Kg)

Rope Lashing
Diameter (mm)

Anchor Shackle
Pin Diameter (mm)

Weight Anchor
Shackle (Kg)

Overall Lashing
Capacity in Basket (kN)

20031SD12 6.0 17.5 75 12.0 3.5 20 57 19.9 250

SpanSet SteeltexSD12 UHMPE Lashing

Steeltex SD Range MagnumX Magnum Plus SD Deck Lashing

Material Core UHMPE fi bre SK75 High Performance LCP Polyester UHMPE fi bre SK75

Material Outer Braided Polyester Polyester/LCP Fibre Polyester Polyester

Construction Multi strand parallel Continuous helical wound Continuous helical wound 12 strand

Colour White Orange/White Orange Grey

Relative Density 1.15 1.40 1.38 1.0

Melting Point Core Fibre 150°C 330°C 260°C 150°C

Torque Torque Balanced n/a n/a n/a

Shrinkage 0% 0% 0% 0%

UV Resistance Very Good Very Good Very Good Very Good

Abrasion Resistance Excellent Excellent Excellent Excellent

Water Absorbancy Low Low Low Low

Technical Properties

1. Heavy Duty Ratchet Tensioner
2. UHMPE rope with sleeve
3. Exoset safety bow shackle 35t
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HEAVY LIFTING TOOLS

Upending Tools and Hinges
Special Lifting Devices

- Innovative adaptable end-on grip design
- Up to 1000t capacity
- Integrated power pack and backup
- Available to adjust to a range of diameters
- Adaptable to fl ange or grouting monopiles
- Unique grippers eliminate damage to monopile
- Wireless remote control and sensors
- CCTV monitoring
 Reduces rigging time over conventional 
 upending tools
- Increases effi ciency of monopile installation

Special lifting devices designed and manufactured 
to meet the exacting requirements of the offshore 
marine industry.

Includes:

- Nacelle lifting beams
- Modular blade lifting beams
- Blade storage and transportation racks
- Tower segment storage and
 transportation racks
- Tower Attachment Points
- Monopile lifting and rotating beams

Upending Tools and Hinges

Special Lifting Devices



SpanSet Ltd.
Telford Way, Middlewich
Cheshire CW10 0HX, UK
Tel: +44 (0) 1606 737494
Fax +44 (0) 1606 737502
www.spanset.co.uk

Height Safety Lifting Systems No Cut

Load Control Safeline Systems IDXpert

More From SpanSet

Marine Operations Wind Power Magnum X
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