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SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
Typical Layout

1. Horizontal lifeline end anchor bracket 198-EAHL
2. High tension lifeline line tensioner 89-LST

3. Force Attenuator 198-ATN8R

4. Swage Fork End 198-SL03

5. 8mm stainless steel cable 198-1198

6. Mobile Anchor Traveller 89-HT8-ST



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
198-ATNSR

Product Code: 198-ATN8R
Datasheet Ref No:TDS-S8-001
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1. Force Attenuator Bracket 3. Force Attenuator Cartridge
2. Connection Eye 4."SLIC" Retaining Pin
e ! Strength  Weight  Operating -

Description Capacity (kN) (kg) Range Materials Approval
oo attonuar, MOl ATNBR-3 < 10K gy, o Siness el 31 DIN EN 795 Class C
”;g‘ri:sr;zz?éills Model: ATN8BR-4 < 15kN >A5kN 14 +60°C Attenuation Cartridge - 1SO 9001

g Model: ATNSR-5 < 20kN Stainless Steel 316 CEN/TS 16415

For use with Safeline Horizontal Lifeline systems only.
Suitable for use with 8mm 7x7 or 1x19 stain-less steel cable.

Energy absorber is suitable for up to 4 users simultaneous use.



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
89-LST

TENSION INDICATION
INSPECTION WINDOW

"
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1. Tensioning Nut 3. Long Tensioner Bracket
2. Compression Die Spring 4. Connection Anchor Eye
o f Strength  Weight  Operating -
Description Capacity (kN) (kg) Range Materials Approval
H|_gh tension lifeline o Body, Eye & Fasteners - DIN EN 795 Class C
line tensioner for hread adi KN -40°C to Stainless Steel S0
large adjustment 300mm thread adjustment ~ >50 2.45 +60°C tain ess teel 316 9001
Spring - 0TCS CEN/TS 16415

(100daN to 400daN)

For use with Safeline Horizontal Lifeline systems only.
Suitable for use with 8mm 7x7 or 1x19 stain-less steel cable.

Lifeline tension range 102 kgf (100daN) to 408kgf(400daN) indicated on the side of the body.

Product Code: 89-LST
Datasheet Ref No: TDS-HT8-002



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
89-HT8-ST

Product Code: 89-HT8-ST
Datasheet Ref No: HT8-003

107.00

@8.0MM MAX
CABLE DIAMETER

20.00

- . Strength  Weight  Operating :
Description Capacity (kN) (kg) Range Materials Approval
) . e Body - Aluminium alloy ~ DIN EN 795 Class C
Single span mobile 1 user (140kg) s 03 ALt porings & Sheaves - IS0 9001

anchorage traveller +60°C Stainless Steel CEN/TS 16415

For use with Safeline Horizontal Lifeline systems only.

Suitable for use with 8mm 7x7 or 1x19 stainless steel cable.

Recommended maximum fall arrest block (retractable fall arrest device) weight of up to 8kg.
Excessive wear and reduction in travel freedom will occur with devices in excess of 8kg.

Applied load which could impede the travel of the device along the cable and increase the wheel wear.



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
198-SS778

Product Code: 198-SS778
Datasheet Ref No: TDS-S8-017

- f Strength ~ Weight  Operating -
Descri ption Capacity (kN) (kg) Range Materials Approval
. DIN EN 795 Class C
8mm stainless steel -40°C to )
ble. 7x7 construct n/a >38kN  0.25kg/m 160°C Stainless Steel 316 1SO 9001

CEN/TS 16415

For use with Safeline Lifeline systems only.



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
198-SS1198

Product Code: 198-SS1198
Datasheet Ref No: TDS-S8-018 W
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- ! Strength ~ Weight  Operating -
Description Capacity (kN) (kg) Range Materials Approval
. o DIN EN 795 Class C
om stanless steel n/a 49N 03%gm 0T Stainless Steel 316 150 9001
' CEN/TS 16415

For use with Safeline Lifeline systems only.



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
198-EAHL

Product Code: 198-EAHL
62.00 _ Datasheet Ref No: TDS-S8-007
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1. End Anchor Bracket
2."SLIC" Retaining Pin

Description Capacity Stzmg);th V\/(?(ig)ht O%er?;e”g Materials Approval
. - . DIN EN 795 Class C
Horizontal lifeline end -40°Cto  Bracket - Stainless Steel 316
anchor bracket n/a >A0kN 0.32%kg/m +60°C Pin - Stainless Steel 302 IS0 3001

CEN/TS 16415

For use with Safeline Horizontal Lifeline systems only.
Suitable for use with 8mm 7x7 or 1x19 stainless steel cable.

Recommended fastener torque M14@>100.0Nm



SAFELINE HT-8
HORIZONTAL LIFELINE

Technical Datasheet
198-S8-IST

Product Code: 198-S8-IST

Datasheet Ref No: TDS-HT8-004 i
G
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o é " Force Attenuation Technology
8 s 3 Date Of Installation NEXT
=] a O 2 Installation By INSPECTION
4 cm
8 ; 5 § Ground Clearance
g G g Maximum No. Users / Max No. Users Per Span
=0 " 2017 2018
2 e Serial No. o0 5
7z : o0
I § Installation Reference No. 2019 zy
EN795:2012 Type C P — Q& @
O || cewms toerszors AN[TE]HT8 Lifeine i 4 v
- ’ Strength ~ Weight  Operating "
Description Capacity (kN) (ko) Range Materials Approval
Horizontal lifeline system - DINEN 795 Class C
inspection anchor ta n/a n/a <0.05kg n/a Aluminium alloy 1S0 9001
P 9 CEN/TS 16415

For use with Safeline Horizontal Lifeline systems only.
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Notes

11



Safeline UK Ltd. Telford Way,

Middlewich, Cheshire CW10 OHX
Tel: +44 (0) 1606 734279
Fax: +44 (0) 1606 737502

safeline@spanset.co.uk

www.spansetsafeline.co.uk
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